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The SUPERIOR ULTRA™ amperometric chlorine residual water
quality analyzer is first to bring computer accuracy right to

the operator. A custom design, tailor fit to your system. with
capacitive touchscreen controls, every facet of the easy to use menu, /
real-time data displays, parameter settings, and built in remote access .
available have a fﬂm|l|ar feel to
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The onscreen menu and controls can be changed o light or dark mode f
you and your team. Data can be logged onto the ULTRA's SD card, an easy
menu choice. Multilingual operation in English, Spanish, or French./’"'

MEETS IP-65 (NEMA 4) STANDARDS. '
Multiple measurements in a single, easy to use system with rellable results

you can count on.

From the company you trust comes the best chlorine/water quality analyzer.

Chemical Injection Technologies, Inc. is ISO 9001:2015 certified. ch



ULTRA™ Measurement Parameters Mechanical Data —
Unit Dimensions 25" x 19.25" x 8”
Free Cl: Total Cl pH Pressure 635mm x 489mm x 203mm
Maximum Ambient 35.6°F to 122°F
0-2ppm O-5ppm 4-14 0-10,000PSIG Temperature Permissible (2°C to 50°C)
O-Sppm O-10ppm* Cable Entries M20 Cable Glands
Electrical Connection
0-10ppm* 0.05-20ppm Power Supply 100-115VAC/1A
210-230VAC/0.5A
0.05- 20ppm 50-60HZ 12VDC
o s —— Power Consumption Approx. 40VA
Flowmeter | Conductivity | ORP Turbidity Battery Backuip 12VDC up to 4hr
0-10,000GPH | 0-2000uS -2500to | 0-200NTU Ll R
+2500MPV Data Output
0-1000NTU 4'2|°mA
Relays
0'2OOONTU 8 Universal SPDT Relays 12A at up to 120VAC
12A at up to 28VDC
0-5000NTU 7A at 277VAC
1A at up to 240VAC (Pilot Duty)
ULTRA adapts to your needs, your specifics. 10.1” Capacitive Touch Color Display
- . Materials
b Shaft PVC
A Membrane ) PTFE
| Data Logger %
[ 4GBSDCard
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& 1E 2y T gy~ 55 g ' : Operator Password YES
- ﬁ Technician Password

- TYPICAL INSTALLATION

== Chemical Injection Technologies, Inc. [E]#[x]
835 Edwards Rd, Fort Pierce, FL 34982
Tel. 772-461-0666 [=]
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